
PRODUC T:

TENSION 
& SHADE 
STRUC TURES

CONTAC T OUR TE AM FOR A 
FREE ONSITE ESTIMATE!
800-467- 1744

WE HAVE
YOU COVERED.

 Restaurants
 Of f i ce  Bu i ld ing
 Parks
 Museums
 Spor ts  Arenas
 Nurs ing Homes
 Res ident ia l

FE ATURES
  Sun Protec t ion
  Arch i tec tura l ly  P leas ing
  Mul t ip le  Fabr i c  Opt ions
  3  or  More Connec t ion 

Points
  Removable  Sa i ls 
  Custom Des igned

USED BY
 Arch i tec ts
 Genera l  Cont rac tors
 Bu i ld ing Owners
 Proper t y  Deve lopers
 Corporate  Const ruc t ion
 Res ident ia l

MODERN + INNOVATIVE DESIGNS.

Covering Minnesota & Beyond

MANUFAC TURED IN
SAUK RAPIDS,  MN



TENSION & SHADE STRUC TURES

Tension/Tensi le  Struc tures:
• Anchored a t  4  or  More

Connec t ion Points
• Connec t ion Points  Var y  in

Heights
• Can Be Combined Wi th  a

Sol id  Frame
• Create  P lay fu l  Twist  In  Fabr i cs

T ypical  Hardware Includes:
• Posts  Or  Other  Connec t ion

Points
• Turnbuck le

(Sta in less  Or  Ga lvan ized)
• Connec t ion R ing

Fabric  Components:
• Typica l ly  Cons ists  Of  A Mesh

Mater ia l
• Ferra r i  So l t is
• Poly  Fab
• Alnet
• Monotec

Webbing Edge Or  Cable Edge
• Determined By S ize  of  Un i t
• D- R ings

Shade Sai ls :
• Typica l ly  Conta ins  3

Connec t ions Points
• I f  More Than 3  Points  Then A l l

Po ints  Ex ist  On The Same P lane
• Typica l ly  Tr iangu lar  in  Shape
• Use Mul t ip le  Un i t s  for  Inc rease

Shade Protec t ion
• Less Sq .  Footage Than a

Tens ion St ruc ture

Struc ture:
• Shade St ruc ture
• Webbing Edge
• Sta in less  Stee l  D-Ring
• Sta in less  Stee l  Turnbuck les
• Tr iax  –Bol t  System
• 6”Diameter  Stee l  Post  (Pa in ted)
• Corner  Wal l  Bracket
• Wal l  Bracket

 Restaurants
 Of f ice Bui lding
 Parks
 Museums
 Spor ts  Arenas



TENSION & SHADE STRUC TURES

Post ring

1/2" solid Rod

4" wide x 3.5" deep

Set on center of hole & 3000 PSI Concrete poured
2' Diameter x 7' Deep Footing with post

6" or 8" x 5/16" 
Steel Post

1/2" Solid round ring
welded to post

84.00

 0-10° 

TRUE R12.00 

2’ Diameter x 7’ 
Deep Footing 
with post
Set on center of 
hole & 3000 PSI 
Concrete poured

Post ring

1/2" solid Rod

4" wide x 3.5" deep

Set on center of hole & 3000 PSI Concrete poured
2' Diameter x 7' Deep Footing with post

Post
6" x 5/16" Steel

1/2" Solid round ring
welded to post

84.00

0-10° 

 TRUE R12.00 

G&J Awning
1802 13th  Ave NE  |  Sauk Rap ids ,  MN 56379 
Phone:  320-255-1733 |  800-467- 1744
Fax :  320-255-0130
www.gjawning.com ©2021  G&J  Awnings,  a l l  r ights  reser ved

Visit  us at
www.gjawning.com
for  avai lable colors!

G & J Awning and Canvas, Inc. www.gjawning.com 800-467-1744

 Typical hardware includes:
 Posts or other connection points
 Turnbuckles (Stainless or

Galvanized)
 Connection Ring

Fabric components
Typically consists of a Mesh material
Example fabrics:
Ferrari Soltis
Poly Fab
Coolaroo

Webbing Edge or Cable Edge
Determined by size of unit

D- Rings

G & J Awning and Canvas, Inc. www.gjawning.com 800-467-1744

 Typical hardware includes:
 Posts or other connection points
 Turnbuckles (Stainless or

Galvanized)
 Connection Ring

Fabric components
Typically consists of a Mesh material
Example fabrics:
Ferrari Soltis
Poly Fab
Coolaroo

Webbing Edge or Cable Edge
Determined by size of unit

D- Rings

https://gjawning.com/tension-shade-structures/

